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§167.25-5

(2) Navy Standard Construction Spec-
ifications in effect at time of construc-
tion or conversion.

(3) U.S. Coast Guard Standard Con-
struction Specifications in effect at
time of construction or conversion.

(b) The boilers, pressure vessels, and
appurtenances shall be inspected ini-
tially under the provisions of part 52 of
Subchapter F (Marine Engineering) of
this chapter. All alterations, replace-
ments or repairs on nautical school
ships shall conform to the applicable
standards in paragraph (a) of this sec-
tion insofar as practicable.

[CGFR 51-11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 68-82, 33 FR 18908, Dec. 18,
1968]

§167.25-5 Inspection of boilers, pres-
sure vessels, piping and appur-
tenances.

The inspection of boilers, pressure
vessels, piping and appurtenances shall
be in accordance with the applicable
regulations in parts 50 to 63, inclusive,
of Subchapter F (Marine Engineering)
of this chapter, insofar as they relate
to tests and inspection of cargo vessels.

[CGFR 68-82, 33 FR 18908, Dec. 18, 1968]

Subpart 167.30—Repairs or
Alterations

§167.30-1 Notice of repairs or alter-
ations required.

(a) It shall be the duty of the master,
owner, or agent to notify the nearest
Officer in Charge, Marine Inspection,
whenever repairs or alterations are re-
quired, or will be made on a nautical
school ship.

(b) Whenever a nautical school ship is
placed upon the dock, it shall be the
duty of the master, owner or agent to
report the same to the Officer in
Charge, Marine Inspection, so that a
thorough inspection may be made by
the Coast Guard to determine what is
necessary to make such a nautical
school ship seaworthy, if the condition
or age of the nautical school ship, in
the judgment of the Officer in Charge,
Marine Inspection, renders such exam-
ination necessary.

14

46 CFR Ch. | (10-1-13 Edition)

§167.30-5 Proceeding to another port
for repairs.

(a) The Officer in Charge, Marine In-
spection, may issue a permit to proceed
to another port for repairs, if in his
judgment it can be done with safety. In
the issuance of such a permit the Offi-
cer in Charge, Marine Inspection, will
state upon its face, the conditions upon
which it is granted.

(b) When a nautical school ship ob-
tains a permit from the Officer in
Charge, Marine Inspection, to go to an-
other port for repairs, the Officer in
Charge, Marine Inspection, shall so no-
tify the Coast Guard District Com-
mander, and state the repairs to be
made. The Coast Guard District Com-
mander shall notify the Coast Guard
District Commander of the district
where such repairs are to be made, fur-
nishing him a copy of the report indi-
cating the repairs ordered.

§167.30-10 Special operating require-
ments.

Inspection and testing required when
making alterations, repairs, or other
such operations involving riveting,
welding, burning, or like fire-producing
actions are as follows:

(a) The provisions of ‘“‘Standard for
the Control of Gas Hazards on Vessels
to be Repaired’”’, NFPA No. 306, pub-
lished by National Fire Protection As-
sociation, 1 Batterymarch Park, Quin-
cy, MA 02269 shall be used as a guide in
conducting the inspections and
issuance of certificates required by this
section.

(b) Until an inspection has been made
to determine that such operation can
be undertaken with safety, no alter-
ations, repairs, or other such oper-
ations involving riveting, welding,
burning, or like fire-producing actions
shall be made:

(1) Within or on the boundaries of
cargo tanks which have been used to
carry combustible liquids or chemicals
in bulk; or,

(2) Within spaces adjacent to cargo
tanks which have been used to carry
Grade D combustible liquid cargo, ex-
cept where the distance between such
cargo tanks and the work to be per-
formed is not less than twenty-five (25)
feet; or,
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